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Mounting Plate
for Magnetic Tools

Now you can use magnetic jigs and feather boards on 
granite topped machines manufactured by Steel City®, 
Ridgid®, Craftsman®, General®, Rikon®, etc. and 
MDF tool tops and home made non-magnetic surfaces 
that have T-section miter tracks installed.

Mounting Plate for Magswitch® Mag Jig 
or any Magnetically Mounted Tool

Magnets attach to the heavy 
steel plate 3mm (1/8”) thick, 
while the full length “T” profile 
clamping bar allows good posi-
tion adjustment and holds tight 
to any T-section miter groove.

Note: 
Magnetic Feather Board Not Included.

Fine adjustments of the 
magnetically mounted tool 
are possible without reposi-
tioning the yellow plate be-
cause of the large 10-1/2” x 
7” mounting surface.

The magnetically fastened tool is now resting above the 
work top surface by the thickness of the yellow plate. This 
clearance of approximately 3mm (1/8”) must be taken into 
consideration at all times.

Magnetic Feather 
Board Not Included.

Mounting Plate for Magnetic Tools 
SPECIFICATIONS
Part # UPC Min Qty

11040 885732110407 1 

This is a great solution 
to a problem most 

woodworkers never thought of 
until they bought a magnetically 
mounted tool or after buying a 

non-magnetic Steel City® 
granite top machine, 

or MDF top router table, band 
saw table or drill press table.

Magnetic Feather 
Board Not Included.



MOUNTING PLATE FOR MAGNETIC TOOLS
PLAQUE DE MONTAGE POUR OUTILS MAGNÉTIQUES

Now use your magnetic jigs and feather 
boards on Steel City® granite, MDF & 
home-made non-magnetic surfaces. 
Magnets attach to the heavy steel 
plate while the full length “T” 
profile clamping bar allows 
good position adjustment 
and holds strong to any 
T-section miter groove.

Made in Taiwan
Fabriqué au Taiwan

Imported by / Importé par
Workshop Supply Inc. 
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Magnetic feather board is not included.

Fine adjustments of the magnetically 
mounted tool are possible without 
repositioning the yellow plate.

Feather board 
not included.

Feather board 
not included.



Instructions:

1. Loosen each clamping knob 2 or 3 turns. This will allow the “T” profile clamping 
bar enough clearance so you can slide it into the end of the miter groove of your 
non-magnetic work top.

2. Position your magnetically fastened tool onto the yellow plate as you do on other 
magnetic work tops. Allow clearances to the edge of the plate as needed. For ex-
ample, the feathers of a feather board need to project past the edge of the plate and 
operate fully without the material to be guided coming into contact with the yellow 
plate. As usual, the project material must rest completely on the non-magnetic top. 
The material NEVER rests on the yellow plate. The yellow plate is for attaching the 
magnet only. Provide lots of clearance so the project material slides beside the yellow 
plate and against the fence.

3. With the magnetic tool fastened 
to the yellow plate, position the tool 
and plate as a combined unit 
following the magnetic product’s 
instructions on positioning the tool. 
Tighten the two clamping knobs so 
the yellow plate is impossible to move.

4. Operate your setup as you usually 
would keeping in mind the limitations 
of force to any magnetically mounted 
product.

NOTE:

1.Fine adjustments of the magnetically mounted tool are possible without repositioning 
the yellow plate.

2. Never position the yellow plate too close to the cutting tool and never allow the yellow 
plate to come into contact with the cutting tool.

3. Keep in mind that the magnetically fastened tool is now resting above the work top 
surface by the thickness of the yellow plate. This clearance 
of approximately 3mm (1/8”) must be taken into 
consideration at all times. 

4. The “T” profile clamping bar is only as strong as the 
miter track it is clamped to. It is your responsibility to 
ensure the miter track in MDF and home made non-
magnetic surfaces is fastened strong and will withstand 
the forces applied when tightening the clamping bar &
using magnetically fastened jigs or tools.

Mounting Plate for Magnetic Tools
Plaque de Montage pour Outils Magnétiques
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CAUTION ! : Do not guide materials thinner than 6mm (1/4”) with magnetically 
mounted feather boards. Failure to follow this can result in loss of material control 
resulting in serious injury or death.

Magnetic feather 
board  not included.
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